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PCAP Firmware / Tuning Questionnaire


Date:                                                                                      
[image: image1.jpg]Customer:                                                                              DW#:
Please answer the following questions regarding the Firmware for your Dawar PCAP Touch Screen:
1.) Controller Type:                        Controller Board                           Chip On Flex
2.) Operating System:

3.) # of Touch Points Required:               1 pt              2 pts               4pts             5 pts

4.) Controller Interface:                         USB                        Serial                        I2C

*COF only supports USB and I2C interface (custom tail can support RS232 if required). 
*Controller board supports USB, Serial and I2C interface.
5.) Orientation of Touch Screen:                         Portrait                         Landscape
*Please provide drawing if available.
6.) Tail Exit:                           Right                          Left                          Top                          Bottom
7.) Input Device:                         Bare Hand                         Conductive Stylus                        Glove
8.) Please specify any other special requirements below:


If you are sending a unit back for tuning please send to the following address:
Dawar Technologies

1016 N. Lincoln Ave

Pittsburgh, PA 15233
Attn: Engineering Dep’t
              ---------------------------------------------------------------------------------------------------------------------
Please provide the return address below for the tuned unit along with a shipping account #.

Return Address:

Shipping Acc#:

*Customer is responsible for freight charges both to and from Dawar.
*Turnaround time for tuning is 1-2 weeks depending on complexity of the tuning requirements.
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